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3-2. Installing the remote control devices
I t  is  recommended to consul t  wi th your dealer for  instal lat ion and
adjustment of the remote control device.

( 1) Installation of the Remote Control Cables (Box side)
Follow the instruction manual provided with the remote control box.

(2) Installation of the Remote Control Box on your boat
Follow the instruction manual provided with the remote control box.

(3) Instal l ing of  the Remote Control
Assembly (Wiring Harness)

@ nitting of connecting parts to
cables

Screw the  t ip  o f  the  remote
control cable into the cable joint

u p  t o  a p p r o x .  1 0  m m  ( 0 . 3 9
inch) ,  then lock  them wi th  a
lock nut. Here, apply grease to
the hole of the cable joint.

@  F i t t i n g  o f  R e m o t e  C o n t r o l

Cable to Engine

Cable (engine side) and the Cord

|  \  \c"o,"Harness
l \

Shift Cable Throttle Cable

Note:
Put the control lever on the Neutral position and the Neutral warm-up
lever in the ful ly closed posit ion.

4

Remote control cable

Approx. 10 mm
(0.39 inch)



Note:
Confirm whether the engine side shif t  is in gear when shif t ing the
control lever of the Remote Control Box to its first position in Forward
or Reverse (about 32") and whether the throttle of the carburetor is
fully open when shifting the lever further.
Confirm whether the carburetor 's thrott le is ful ly closed when the
control lever is shifted to the Neutral position.

@ Connecting the Cord assembly (Wiring Harness)

Pass the Cord assembly from the Remote control box through the hole
in the Lower motor cover and cover the wire ends with the Sleeve
(provieded in a tool  bag) and then connect the electr ic terminals
according to the drawing below.

And also protect the battery cords and the cable harness with the
protective tube, and then fix the tube with the band and the clamp. (a
protective tube and a band are provided in a tool bag)
































































































